## FEATURES
- Compact 2’ x 2’ size to match ceiling panels
- Quiet 3 speed fan
- Built-in high-lift drain pump
- Built-in IR Receiver
- Compatible with 2-wire remotes only
- Grille includes built-in modulating louvers
- Grille must be ordered separately (UTG-CCGV)
- 10 year Extended Warranty on parts and compressor. See Warranty Statement.

## CAPACITY
- **Capacity - Cooling - Btu/h [kW]**: 14,000 [4.1]
- **Capacity - Heating - Btu/h [kW]**: 15,600 [4.6]

## ELECTRICAL
- **Power Source**: 208 / 230V, 1-Phase, 60Hz
- **Available Voltage Range - VAC**: 187 to 253
- **Input Power - W**: 35
- **Max Circuit Breaker - A**: 20
- **Minimum Circuit Ampacity - MCA - A**: 0.35
- **Fuse - A (V)**: 3.15 (250)

## FAN
- **Fan Type**: Turbo
- **Airflow Rate - High - CFM [m³/h]**: 400 [680]
- **Airflow Rate - Medium - CFM [m³/h]**: 347 [590]
- **Airflow Rate - Low - CFM [m³/h]**: 231 [390]

## SOUND PRESSURE
- **Sound Pressure Level - dB(A)**: 27/34/38

## ACCESSORIES
- **Communication Cable**: LonWorks (Fujitsu Pink Cable. See AE Bulletin 009)

## PIPING ACCESSORIES
- **Connection Pipe Diameter - Liquid (Flare) - in [mm]**: ø 1/4 [6.35]
- **Connection Pipe Diameter - Gas (Flare) - in [mm]**: ø 1/2 [12.70]
- **Connection Pipe Diameter - Drain (ID; OD) - in [mm]**: ø 3/4 [19.05]

## WEIGHT AND DIMENSIONS
- **Grille Weight Net - lbs [kg]**: 6 [2.6]
- **Grille Weight Gross - lbs [kg]**: 10 [4.5]
- **Grille Dimensions Net (H x W x D) - in [mm]**: 4-3/4 × 30-1/8 × 29-3/4 [120 × 765 × 755]
- **Grille Dimensions Gross (H x W x D) - in [mm]**: 10-7/16 × 28-3/4 × 24-5/8 [265 × 730 × 625]

## TEMPERATURE SETTINGS
- **Operating Temp. Cooling (DB) - °F [°C]**: 64 to 90 [18 to 32]
- **Operating Temp. Heating (DB) - °F [°C]**: 50 to 86 [10 to 30]